CLOSED CELL BACKER
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ROD DIAMETER OF ROD
TO BE EQUAL TO SIZE OF
JOINT PLUS Ji"

ALUMINUM-CLAD WOooD
FRAMED WINDOW

"'TO Z" MAX.

NEW ELASTOMERIC SEALANT, WITH

@$
X
) CONCAVE JOINT PROFILE

— BRICK

NOTE:
TORP OF WINDOW 1S SIMILAR

SEALANT REPLACEMENT
NRETAIL - JAMB

SCALE : NTS /

GENERAL NOTES

FIELD VERIFY ALL HARDWARE. PROVIDE ANY ADDITIONAL HARDWARE REQUIRED TO MAKE WINDOW OFPERABL

HARDWARE

WEATHER SHIELD (WS)

o CRANK HANDLE, COLOR: GOLDTONE, PART NUMBER: 9472008
e 2" HANDLE EXTENSION - COLOR: GOLDTONE, PART NUMBER: 4720671

PELLA (P)

o CRANK HANDLE, COLOR: BRONZE, PART NUMBER: OCO&00O!|

LEG:END
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®
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PELLA WINDOWS AND DOORS MANUFACTURER

WEATHER SHIELD WINDOWS AND DOORS MANUFACTURER

ITEM 1S REQUIRED
NOT APPLICABLE

LATION GUIDELINES.

6. SEALANT SHALL NOT

SEALANT INSTALLATION MAY
DEGREES FAHRENHEIT TO 25 DEGREES FAHRENHEIT.

KEY ELEVATION
/\LUINDOLU SEALANT

INSTALL CLOSED CELL BACKER ROD INTO JOINT, COMPRESSING ROD SLIGHTLY TO
FIT, AND INSTALL ABOUT /4" INTO JOINT, BUT NO DEEPER THAN 2" INTO JOINT.

SURE THAT BACKER ROD 9 ADEQUATELY SECURED. INSTALL NEW SEALANT AS
CTED IN THESE DOCUMENTS AND IN ACCORDANCE WITH MANUFACTURER'S

INSTALLED WHEN THE TEMPERATURE 1S BELOW 42
DEGREES OR EXPECTED\JO GO BELOW 42 DEGREES WITHIN 72 HOURS OF
INSTALLATION. PREFERRER\TEMPERATURES ARE IN THE MID 1@s TO MID 82s, BUT
OCEED WITH TEMPERATURES IN THE RANGE OF 55

NOTES: WINDOW UNIT
. MAKE SURE THAT JOINT 1S CLEAN, DRY, AND FREE OF ANY ITEMS WHICH MAY INHIBIT ?ggﬁgggg% -
BONDING OF SEALANT TO SURFACES.
NEW ELASTOMERIC

SEALANT WITH
CONCAVE PROFILE
(DO NOT COVER
WINDOW WEEFP HOLES)

T} CONCRETE SILL

SEALANT REPLACEMENT

LACEI”IENT ETAIL (A \PETAIL - SILL

\_/sCALE NTS

3 SCALE : NTS
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NOTES:

. REMOVE OLD SEALANT FROM JOINT BETWEEN WOOD FRAME
WINDOUWS AND BRICK.

2. ACCEPTABLE METHODS FOR REMOVAL INCLUDE UTILITY KNIFE,
GRINDING WHEEL, ETC. DO NOT USE CHIPPING HAMMERS OR
OTHER IMPACT METHODS.

3. COMPLETELY REMOVE ALL TRACES OF OLD CAULK, AND
REMOVE ANY DUST, DEBRIS OR OTHER ITEMS WHICH MIGHT
INTERFERE WITH BOND OF NEW SEALANT.

4. SOLVENT CLEANING 1S REQUIRED TO ADEQUATELY PREPARE
JOINTS FOR NEW SEALANT.

_@EXISTING: JOINT DEMOLITION DETAIL

SCALE : NTS

ALL WORK ON Tl=ll6 D@ALUINC’; BT OTHERS
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NOTES:

. REMOVE AND REPLACE WINDOWFARTS INDICATED. THESE
IMITED TO THE WINDOW SASH,

PARTS INCLUDE BUT ARE NO
GLASS, FRAME, HARDWARE/ZAND TRIM.

WIND

I WINDOUW SASH,

TO REMAIN
(2 FIXED)

LIMIT OF REPAIR

_lF—_—_—_—T——————

74 Y
y = DAMAGED WINDOW
g COMPONENTS,
L ol TO BE REPLACED
= = < =H= = (2 EIXED, 2 OPPERAB
,/ \N _a ,/ \N

ELEVATION - REPAIR DETAIL

(SEE WINDOW REFPAIR SCHEDULE)

2" HANDLE EXTENSION
(SEE WINDOW REFPAIR SCHEDULE)

CRANK HANDLE

INTERIOR EXTERIOR
SCREEN PANEL

(SEE WINDOW REPAIR SCHEDUL WINDOW UNIT
OPERATOR ‘ 1t
(SEE WINDOW e = FRAME/SILL
mera sciED: G 7 seesmeres
N BN =
WINDPOW SILLARIM J@-\\\é\\\\,\\\\,\\\\“\\\\\‘ SO0, FRAME/SILL (SEE

TO BE REFAINTED DETAIL &/A31-2)

I
\

TRIM, TO BE
REPAINTED

e ka2 -

NOTES:

. REPAIR ALL INTERIOR WOOD WINDOW SILLS: STRIP ALL PAINT, SAND AND
REPAIR ANY DAMAGED AREAS OF WOOD TRIM AS REQUIRED. APPLY NEW
PAINT (COLOR SELECTION BY ARCHITECT). SURFACE PREPARATION IS
ABSOLUTELY CRITICAL TO THE SUCCESSFUL LONG TERM DURABILITY OF THE
PAINT. ALL SURFACE PREPARATION SHALL BE IN ACCORDANCE WITH THE
PAINT MANUFACTURER'S INSTALLATION GUIDELINES.

2. APPLY A PARAFFIN OR OTHER DRY LUBRICANT TO THE WEATHER STRIPPING
OF EACH WINDOW UNIT. DO NOT USE OILY LUBRICANTS.

WEATHER SHIELD

OPERMNQR (BETOND)
(SEE WINDOW REPA \
CRANK HANDLE (BEYT

(SEE WINDOW REFPAIR SCHEDUL

EXTERIOR
INTERIOR
DOUBLE GLAZING PANEL
(SEE WINDOW REPAIR 6CLEDULE) N
~ WINDOW UNIT

WINDOW SILL TRIM,
TO BE REPAINTED
AN
A Ve Ve

TRIM, TO BE
REPAINTED

NOTES:

. REPAIR ALL INTERIOR WOOD WINDOW SILLS: STRIP ALL PAINT, SAND AND
REPAIR ANY DAMAGED AREAS OF WOOD TRIM AS REQUIRED. APPLY NEW
PAINT (COLOR SELECTION BY ARCHITECT). SURFACE PREPARATION IS
ABSOLUTELY CRITICAL TO THE SUCCESSFUL LONG TERM DURABILITY OF THE
PAINT. ALL SURFACE PREPARATION SHALL BE IN ACCORDANCE WITH THE
PAINT MANUFACTURER'S INSTALLATION GUIDELINES.

2. APPLY A PARAFFIN OR OTHER DRY LUBRICANT TO THE WEATHER STRIPPING
OF EACH WINDOW UNIT. DO NOT USE OILY | UBRICANTS.

PELLA
(MUNDOW REPAIR DETAIL - SILL

Y

Y
DAMAGED AUNING WINDOUW
FRAME, TO BE REFPLACED

REMOVE WINDOW SAGH, AND OTHER NECESSARY WINDOUW
COMPONENTS IN ORD TO REFPLACE THE AUWNING WINDOW
FRAME SHOUN DASHED. OTECT AND REPLACE ALL
EXISTING WINDOW COMPONENLS REMOVED IN ORDER TO
REPLACE FRAME.

WEATHER SHIELD

WINDOUW ELEVATION
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